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Addendum No. 2

Dear Contractor:

This addendum is being issued to the contract for construction on State highway IN RIVERSIDE COUNTY IN PERRIS
FROM 0.4 KM EAST OF OLEADER ROAD OVERCROSSING TO HEACOCK STREET.

Submit bids for this work with the understanding and full consideration of this addendum.  The revisions declared in this
addendum are an essential part of the contract.

Bids for this work will be opened on November 20, 2003.

This addendum is being issued to revise the Notice to Contractors and Special Provisions.

In the Special Provisions, Section 10-210, "REINFORCEMENT," is added as follows:

"10-1.210  REINFORCEMENT
Reinforcement shall conform to the provisions in Section 52, "Reinforcement," of the

Standard Specifications and these special provisions.
The Department's mechanical splices prequalified list can be found at the following

internet site:

http://www.dot.ca.gov/hq/esc/approved_products_list/

The provisions of "Welding Quality Control" of these special provisions shall not apply
to resistance butt welding."
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In the Special Provisions, Section 10-210A, "REINFORCED CONCRETE PIPE," is added as follows:

"10-1.210A  REINFORCED CONCRETE PIPE
Reinforced concrete pipe shall conform to the provisions in Section 65, "Reinforced

Concrete Pipe," of the Standard Specifications and these special provisions.
Where embankment will not be placed over the top of the pipe, a relative compaction of

not less than 85 percent shall be required below the pipe spring line for pipe installed using
Method 1 backfill in trench, as shown on Standard Plan A62D.  Where the pipe is to be placed
under the traveled way, a relative compaction of not less than 90 percent shall be required
unless the minimum distance between the top of the pipe and the pavement surface is the
greater of 1.2 m or one half of the outside diameter of the pipe.

Except as otherwise designated by classification on the plans or in the specifications,
joints for culvert and drainage pipes shall conform to the plans or specifications for standard
joints.

When reinforced concrete pipe is installed in conformance with the details shown on
Revised Standard Plan A62DA, the fifth paragraph of Section 19-3.04, "Water Control and
Foundation Treatment," of the Standard Specifications shall not apply.

When solid rock or other unyielding material is encountered at the planned elevation of
the bottom of the bedding, the material below the bottom of the bedding shall be removed to a
depth of 1/50 of the height of the embankment over the top of the culvert, but not less than
150 mm nor more than 300 mm.  The resulting trench below the bottom of the bedding shall
be backfilled with structure backfill material in conformance with the provisions in
Section 19-3.06, "Structure Backfill," of the Standard Specifications."

In the Special Provisions, Section 10-211A, "MISCELLANEOUS CONCRETE CONSTRUCTION," is added as
follows:

"10-1.211A  MISCELLANEOUS CONCRETE CONSTRUCTION
Curb and gutter shall conform to the provisions in Section 73, "Concrete Curbs and

Sidewalks," of the Standard Specifications."

To Proposal and Contract book holders:

Indicate receipt of this addendum by filling in the number of this addendum in the space provided on the
signature page of the proposal.

Submit bids in the Proposal and Contract book you now possess.  Holders who have already mailed their
book will be contacted to arrange for the return of their book.

Inform subcontractors and suppliers as necessary.
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This office is sending this addendum by confirmed facsimile to all book holders to ensure that each receives it.  A copy
of this addendum and the modified wage rates are available for the contractor's use on the Internet Site:

http://www.dot.ca.gov/hq/esc/oe/weekly_ads/addendum_page.html

If you are not a Proposal and Contract book holder, but request a book to bid on this project, you must comply with the
requirements of this letter before submitting your bid.

Sincerely,

ORIGINAL SIGNED BY

REBECCA D. HARNAGEL, Chief
Office of Plans, Specifications & Estimates
Office Engineer


